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Features 
♦ Polymeric sealing ring provides a complete hermetic clo-

sure 
♦ Built-In-Handles for speed and simplify bag installation 

and removal 
♦ Full line of felt materials and micron ratings 

acuraBag Fully Welded Filter Bags come in variety of needlefelt materials: polyester, polypropylene and nylon. 
All seams are welded rather than sewn, and combined with either of our positive sealing moulded bypass free 
(polypropylene or polyester) welded rings, no process liquid can bypass through needle holes.  

 
Our monofilament mesh bags are constructed of single, untwisted threads, that are woven with evenly-spaced 
holes for better strength, perfectly suited for precise sifting, straining and classifying. 
 
A wide assortment of collar and ring types are available to ensure compatibility with most bag vessels on the 
market. Standard is our polymeric ring which provides a complete hermetic closure, and its selfaligning design 
eliminates the sealing concerns of traditional steel rings.  

Of course we deliver our STANDARD-FILTERBAGS also with collar-ring options, such as a Stainless Steel, 
Steel or Polypropylene. 

Available acuraBag  FILTERBAGS 
Material Micron Rating Maximum Temperature Material Code 

Polypropylen Felt 1 up to 200 µm max.  90°C PPN 

Polypropylen Monofilament Mesh 100 up to 800 µm max.  90°C PPM 

Polyester Felt 1 up to 200 µm max. 150°C PSN 

Polyester Monofilament Mesh 50 up to 800 µm max. 150°C PSM 

Nylon Felt 5 up to 100 µm max. 140°C PAN 

Nylon Monofilament Mesh 1 up to 1200 µm max. 140°C PAM 
Other Filterbags Materials on request. 

acuraBag   Spezifications 
Bag Size 3 4 1 2 

Surface Area (m2) 0,07 0,12 0,25 0,50 

Volume (l) 1,4 2,5 8 17 

Ø Bagl (mm) 102 102 178 178 

Length (mm) 223 380 420 815 

This dates could be different for several Types 
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HIGH PERFORMANCE FILTERBAG 

acuraBag© 
FILTERBEUTEL with Polymeric-Collar 

acuraBag   ORDERING INFORMATIONS 
Bag Size  Material Code  Nominal Retention  Seam Constructions  Sealing / Collar   Support 

           
1 
2 
3 
4 

 

PPN  
PPM 

  
PSN  
PSM 

  
PAN  
PAM 

 

001 =     1 µm 
005 =     5 µm 
010 =   10 µm 
025 =   25 µm 
050 =   50 µm 
075 =   75 µm 
100 = 100 µm 
150 = 150 µm 
200 = 200 µm 
u.s.w. 

 

W : Welded 
S  : Sewn   

 

W : Polymeric collar* 
C  : Steel Ring 
S  : Stainless Steel Ring 
P  : Polypropylene Ring 

* Material equal Felt Material  

no = 
Without Support 

 
V = 

Outside Support 

Ordering example :   2 PPN-010-WW 
 


